
Flame Detector Test Equipment

Part No. Access Height
(approx. max.)

517.001.275 4 m

517.001.230 6 m

517.001.230 +
517.001.226
(x1)

7 m

517.001.230 +
517.001.226
(x2)

8 m

517.001.230 +
517.001.226
(x 3)

9 m

T210+ Test Source Flame Detector Tester

Technical Information
592.001.016

592.001.014

592.001.010

T210+ Test source for use with Solo 704 
Adaptor Tube B (517.001.224) and Solo 
100/101 Poles (517.001.230/226)
T210+Adaptor required for the T210+ to 
be used with S200 and S200 Plus Flame 
Detectors
T110 PP3 Battery and Charger Kit

Order Codes
Material
Weight
Supply Voltage
Operating Temp
Humidity
Enclosure
Classification 

Glass filled polyester
0.8 kg
9 Vdc
-10°C to + 50°C
95% (Non Condensing)
IP54
Atex EExe ib IICT4. Suitable 
for use in zones 1 & 2 where 
group IIC gases or lesser 
hazards are sometimes 
present in explosive 
concentrations.

Features
• Approved for use in zone 1 & 2 areas (GPIIC gases)
• Adaptor plate to ensure perfect alignment
• IECEX Approved

Other Flame Detector Tester Equipment
Description Order Codes

T110 Test Source for use with Solo 704 adaptor tube B (517.001.224)
and Solo 100/101 poles (517.001.230/226) 592.001.012 

T110 Adaptor for series 600 and 800 Flame Detectors 592.001.018
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